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Renault RN700 certificate

Supplier Wolf Oil Corporation N.V. Density 852
Formula name WOLF OFFICIALTECH 5W30 MS-F Open-vessel flash point 232
Pour point 42
ACEA A5/B5-16 Copper corrosion 1a
Grade 5W-30 Anti-wear properties 0.48
De-airing 14
Shear stability 94 Water content, % <0.04
HTHS (150T) 29 Water conten, ppm 65
HTHS (100T) 6.2 Base oil type & ratio Gr.3 100%
Kinematio soosty 529 Toc Classe 2
Klnemeto dscosky 96 McT 9.2/246
Noack 122 Oil oxidation with Biodiesel PASS
Calcium 2687 Low temperature Pumping viscosity 17100@-35
Zinc 1051 EPBCDT cleanliness test PASS
Magnesium 0 Seq VG low temperature sludge PASS
Sulphur 0.25 TU3M cam wear NA
Phosphorus 958 M271 black sludge PASS
Chlorine 10 M111 fuel economy 3.1
Molybdenum 0 DVBC dispersivity PASS
Barium 0 OM&GMC\;?:;:?;:,EMTW & oil PASS
Sificon 6 VW TDI pislr;nﬁccl?nagnlhess &ring PASS
Soron 70 OMB46LA Biodiesel Effects Rss
Sulphated Ash 34
TAN 3.0
TBN 10.1 I LLR I 210 | Renault LLR NR
RE6 - FKM PASS
RE7 -ACM PASS
RE8 - HNBR PASS Renault Registration Data (to be filled by Renault's delegate only)
RE9 - AEM PASS
Foaming Seq1 0/0 E‘E Final Technical data (dd/mm/yyyy) 30.11.2020
Foaming Seq2 10/0 ::: Sample delivery (dd/mm/yyyy) 18.12.2020
Foaming Seq3 0/0 Certificate serial number RN700-21-13
Foaming Seq4 7000 9 Delivered on (dd/mm/yyyy) 18.01.2021
Low temperature .:‘:;
Cranking 3930@-30C 5 Valid til (dd/mm/yyyy) 18.01.2025
viscosity(CCS) 9
Low temperature
Pumping viscosity 14700@-35T Letter reference QBT7300-2021-20482
(MRV)
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| hereby certify that a'l data submitted In this form Is correct and Issues from Renault-approved
18.01.2021 or Renauit certled (selt process) testing :
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